
TECHNICAL DATA SHEET

10oz/ 340gsm Cost-Effective Frontlit 

PRODUCT: B01-340(2050);BLA-340(2050);B01-340(2050)G

FEATURES / APPLICATIONS:

 -Light-weight white opaque substrate for frontlit display

 - Available with either black or grey back

 - Matte & gloss surfaces available

 -Suitable for short-term frontlit display(indoor / outdoor) 

MATERIAL DETAILS

PROPERTIES TEST METHOD METRIC IMPERIAL

Total Weight DIN EN ISO 2286-2 340g/m² 10oz/sq.yd.

Base Fabric DIN 60001 Polyester Polyester

Yarn Dtex DIN EN ISO 2060 220 x 550 dtex 200 x 500 denier

Tensile Strength DIN EN ISO 1421 615x504 N/5cm 69x57 lbs/inch

Tear Strength                                                                                                  DIN 53363 100x90N 22x20lbs

Adhesion DIN 53357 No delamination

Flame Resistance  DIN 4102 NFPA 701, B1, M2

Width N/A Max 500cm 197 inch

INK PRINTABILITY
Solvent Eco Solvent UV Latex

□ □ □ □

Screen Printing Dye Transfer Dye Direct

□

NOTE: All above information shall only used as a guide; buyers shall independently test and determine the products suitability. The 
mentioned data are average of test result and should not be used for the purpose of lawsuit or warranty 
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